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Wheels and Brakes
RIM 001
Part No. 001

6 WHEEL AND BRAKE

Technical Characteristics

Size :4.00 - 6“

Load max. 1150 kg — 2535 Ibs
Static load 425 kg — 930 Ibs

6 x screw —

torque 10 Nm
Construction 5

Material i CNC Aluminium
Finishing Colour Anodizing
Weight of the

wheel 2450 g

Hardware i Steel

Brake caliper i CP 007

Brake disc { 400-522 made from stainless steel
Brake pads {915

Accessories for GOLDfren wheel and brake

Right side of the wheel with threads / Prava strana kola — se zavity

RIM 001-1

Left side of the wheel with countersink / Leva strana kola — se zahloubenim

pro Srouby
RIM 001-3

Central part of the wheel / Stfedni dil kola

RIM 001-2

Shaft / Rozpérka

RIM 001-4

Cap / Cepicka

RIM 001-5

Nut with cotter/ Matice se zavlackou

RIM 001-8

Ball bearings @55 x @30 / 13 mm TIMKEN / Lozisko

L_6006_2 RS

Lock ring / Pojistny krouzek

@55 mm

Ball bearings @47 x @25/ 12 mm TIMKEN / LozZisko

L_6005_2RS

Lock ring / Pojistny krouzek

947 mm

Sealing O-ring / Tésnici O-krouzek

2x29138x 2,2mm

Best quality brake components
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Sealing O-ring under the tyre valve screw / Tésnici O-krouzek pod Sroub
ventilku

@10 x 1.5 mm

Tyre valve screw with shim /Sroub ventilku s podlozkou ©08.0 x@12mm x1.0
50-5099

Tyre valve end / Koncovka ventilku
50-5098

Tyre valve/ Ventilek
50-5096

Screw / Sroub
6 x M6

Shim / Podlozka
6 x D6 mm

Main undercarriage wheel 4.00-6“ is designed and CNC machined to take utmost
account to the balance of weight and brake efficiency.

We also produce wheel shaft and brake caliper with our own brake pads to this
undercarriage wheel.

Brake system is constructionally solved with brake rotor fitted to the inner side of
the rim circumference. The brake system furthermore consists of brake caliper specially
designed for this use. Brake system is hydraulic. All parts of this wheel have surface finish

and are anodized and galvanized.

www.goldfren.cz
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Wheel

RIM 002

Part No. RIM 002
4 WHEEL

Accessories for GOLDfren wheel

Right side of the wheel with threads / Prava strana kola — se zavity
RIM 002-1

Left side of the wheel with countersink / Leva strana kola — se zahloubenim
pro Srouby
RIM 002-3

Central part of the wheel / Stfedni dil kola
RIM 002-2

Shaft / Rozpérka
RIM 002-4

Ball bearings @42 x @20 / 12 mm TIMKEN
L 6004 2 RS

Lock ring / Pojistny krouzek 2
g 42 mm L —

Ball bearings @32 x @15/ 9 mm TIMKEN
L_6002_2RS

Lock ring / Pojistny krouzek
9 32mm

Screw / Sroub
5xM5

Shim / Podlozka
5x 05 mm

Sealing O-ring / Tésnici O-krouzek
2x092x2mm

Sealing O-ring under the tyre valve screw / Tésnici O-krouzek pod Sroub
ventilku
10 x 1.5 mm

Tyre valve screw with shim / §roub ventilku
s podlozkou
50-5099

Tyre valve end / Koncovka ventilku
50-5097

Tyre valve/ Ventilek
50-5096

Lock ring / Pojistny krouzek
g 20 mm

Technical Characteristics

Size 3.50 — 4¢
Load max. 525 kg — 1157 Ibs
Static load 185 kg — 407 Ibs
5 x screw — torque 6 Nm
Construction Material CNC Aluminium
Finishing Colour Anodizing
Weight of the wheel 750 g (without screws)
Hardware | Steel
Best quality brake components www.goldfren.cz
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Wheels

RIM 003

Part No. RIM 003

Offset wheel for Dynamic/ Kolo s mimo osovym
ulozenim pro letadlo Dynamic

Accessories for GOLDfren wheel

Right side of the wheel with ,offset’/ Prava strana kola ,vyosena“
RIM 003-1

Left side of the wheel / Leva strana kola
RIM 001-3

Central part of the wheel / Stfedni dil kola
RIM 001-2

Shaft / Rozpérka
RIM 003-4

Ball bearings @47 x @25 / 12 mm TIMKEN / LoZisko
2xL_6005_2RS

Lock ring / Pojistny krouzek

2x 047 mm

Screw with shim / Sroub s podlozkou
6 x M6 x 85

Nut / Matice
6 x M6

Sealing O-ring / Tésnici O-krouzek

2x 0138 x 22 mm

Sealing O-ring under the tyre valve screw / Tésnici O-krouzek pod Sroub
ventilku

210x 1.5 mm

Tyre valve screw with shim / Sroub ventilku s podlozkou
50-5099

Tyre valve end / Koncovka ventilku
50-5098

Tyre valve/ Ventilek
50-5096

Technical Characteristics

Size 4.00 - 6

Load max. 1150 kg — 2535 Ibs

Static load 425 kg — 930 Ibs

6 x screw — torque 10 Nm

Construction Material CNC Aluminium

Finishing Colour Anodizing

Weight of the wheel g (without screws)

Hardware Steel

Best quality brake components

www.goldfren.cz
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Aircraft

UL Caliper

CP 007 for GOLDfren wheels
Part No. 70-03-915

Accessories for GF caliper
Bleeding screw / Odvzdu$novaci Sroub
M8 x1

Bleeding screw cover / Cepi¢ka odvzd. $roubu
90-50011

O-ring for piston / O-krouzek pro pistek g 25 mm
2 x 90-50004

Screw /Sroub
M 8 x 35

Pin/ Cep-kolik
2 x 90-15-5030

Technical Characteristics

Pistons o 2 x25,3mm
Construction Material CNC Aluminium
Finishing Colour Anodizing
Brake Fluid DOT.4
Max.pressure 65 bar / 942 psi
Hardware Steel

Pistons Stainless steel
Brake pads Type 915

69,1

Best quality brake components ' www.goldfren.cz
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Aircraft

UL Caliper

CP 008

Part No. 70-03-900

GOLDLS

®

Accessories for GF caliper

Bleeding screw / Odvzdu$novaci Sroub
M8 x1

Bleeding screw cover / Cepi¢ka odvzd. $roubu
90-50011

O-ring for piston / O-krouzek pro pistek g 25 mm
90-50004

Technical Characteristics

Pistons o 25,3 mm
Construction Material CNC Aluminium
Finishing Colour Anodizing
Weight (without pads) 453 g

Brake Fluid DOT.4

Max. pressure 60 bar / 870 psi
Hardware Steel

Pistons Stainless steel
Brake pads Type 900

68
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Technical Characteristics

Druhy uchyceni os jsou Dimensions of axles
uvedeny v milimetrech. mountings are stated in mm
Osy jsou vyrobeny ze Axles are made from special
specialniho duralu. duralumin

Povrchova Uprava: Surface treatment:
eloxovanim Anodising

Jin& provedeni uchyceni je  Other fitments are made on
mozné na objednavku. demand

K dispozici jsou razné typy ~ There are various types of
0s: axles available:

- Pro vidlici kola, ktera - for wheel fork that is
je uchycena z obou fitted on both ends
stran - for cantilever

- Pro konzolovou mounting
instalaci

@49.21+0.05

2106.95

DIN 799 Lt

DIN 7991

So

Part No. A001 - 4

Best quality brake components

@ 48.09+0.05

Part No. A001- 4A

www.goldfren.cz
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Master cylinder
BC 001
Part No. BC 001

Technical Characteristics

Construction Material i CNC Aluminium
Brake Fluid DOT.4 or MIL
Finishing Colour Anodizing
Weight of the cylinder 177 g (without screws)
Hardware ! Steel

Accessories for GOLDfren

Master cylinder body / Téleso pumpy
BC 001-1

Piston / Pist
BC 001-2

Master cylinder plug / Zatka pumpy
BC 001-3

Spring / Pruzina
BC 001-5

Piston cup / Manzeta ©Ox 12,5 mm
2x 90-50008

Bleeding screw / Odvzdusriovaci Sroub M6

50-5042

Screw / Sroub M10x1
2 x 50-5008

Lock ring / Pojistny krouzek
g 17 mm

Sealing O-ring / Tésnici O-krouzek
Ox 13x2,5mm

Sealing O-ring / Tésnici O-krouzek
Ox 10x 1,78 mm

Caliper / Tfmen
BC 001-4

Nut / Matice
BC 001-4-5095

Pin/ Cep 8 mm
BC 001-4-820008

Cotter / Zavlacka
BC 001-4-830015

Shim / Podlozka
BC 001-4-5094

Best quality brake components

GOLDfren master cylinder is made from materials
of premium quality

High efficiency is ensured with 3/8 piston
Using DUO piston cups

Master cylinder can replace any competition
master cylinder used in General Aviation

It is possible to fit GOLDfren master cylinder in
any position (the only limiting factor is the
supply to the reservoir)

Compatible with mineral hydraulic brake fluid
(MIL) or with DOT.4 automotive brake fluid
that si used in ultralight aircrafts and it is also
commly used in automotive industry

ATTENTION! Each brake fluid requires seal
materials and these mustn’t be mixed up! It is
essential to specify brake fluid type while
placing the order.

www.goldfren.cz
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Wheel size —»

Tyre size¢

200 x 50

3.50-40*

4.00-5“

5.00-5%

Recommended tyres sizes for GOLDfren wheels

200 x 50

2.80/2.50-4“

3.00-4

4.00-4

11 x 4.00-5“

5.00-5“

380 x 150-5¢
(15x6.00-5%)

13 x 5.00-6“

4.00-6“

15 x 6.00-6“

6.00-6“

Ibs»> 045 kg
l inche#» 254 mm
kg « 2.2 1bs

Best quality brake components

www.goldfren.cz
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SPACEK PRODUCT
Pobézovice 29, 534 01 Holice,
Czech Republic

Tel.: +420 466 682 065

Tel.: +420 466 009 452

Fax: +420 466 682 027

E-mail: goldfren@goldfren.com

Distributed by

www.goldfren.com



